STANDARD OF REFERENCE : EN 60335-1 ; EN 50106 ; 2002/95UE RoHS

SILICONE MOULD

1000420

28.5+0.1

oz

f

A+10

MAX. WORKING TEMPERATURE : 300°C

1000420

SILICONE CABLES 1x1mm?

SILICONE CABLES 1x1mm?

THIS DRAWING IS PROPERTY OF SEDES , REPRODUCTION IN WHOLE OR IN PART AND DIVULGATION TO OTHER PEOPLE ARE PROHIBITED WITHOUT THE WRITTEN CONSENT OF THE COPYRIGHT OWNER

14 | 653908100S | 230 1900 1.4 5000
13 | 653908000S | 230 1700 1.4 4500

12 | 653907900S | 230 1500 1.4 4000

11 | 653907800S | 230 1300 1.4 3500

10 | 653907700S | 230 1200 1.4 3250

09 | 653900900S | 230 1100 1.4 3000

08 | 653900800S | 230 1000 1.4 2750

07 | 653900700S | 230 900 1.4 2500

06 | 653900600S | 230 800 1.4 2250

05 | 653900500S | 230 700 1.4 2000 Mod. ____ Description Date | Signature
04 | 653900400S | 230 600 1.4 1750 SEDES °e”°"“'"a$LBULAR HEATING ELEMENT “”‘;

03 | 653900300S | 230 550 1.5 1500 G+RoupApp|icabi.ity —

02 | 653900200S 230 450 15 1250 [EATING ELEMENTS REFRIGERATION /

01| 653900100S | 230 350 15 1000 STRIR RIS AISI-304 colr /

Pos., SEDES CODE | VOLT | WATT TOT. -10%+5% W/cm? A Date Appr. | Customer SEDES GROUP Customer pert number
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