THIS DRAWING IS PROPERTY OF SEDES

STANDARD OF REFERENCE : EN 60335-1 ; EN 50106 ; 2002/95UE RoHS

HOOKS

BIMETAL THERMOSTAT 0-180°C

MAX. WORKING TEMPERATURE : 180°C

, REPRODUCTION IN WHOLE OR IN PART AND DIVULGATION TO OTHER PEOPLE ARE PROHIBITED WITHOUT THE WRITTEN CONSENT OF THE COPYRIGHT OWNER
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Around barrel or drum to warm liquid or not explosive gas
Heaters unsuitable for explosive atmospheres( no ATEX approved)
Mod. Description Date Signature
04 5030204578 230 400 700 80 SEDES Denomination HEATlNG BAND Sedes part numt;er
03 | 503042330S | 230 315 880 75 G R O U P [Applicabiity Scale
02 5030632358 230 1 000 1 1 00 1 00 IEATING ELEMENTS ‘ IND. APPL'ANCE /
01| 503012669S | 230 1500 1710 | 100 '313;/1 13 D,{/Tg Material SILICONE Color /
POS. SEDES CODE VOLT WATT L H Date Appr._| Customer SEDES GROUP Customer part number

QUESTO DISEGNO E PROPRIETA SEDES, PROTETTO DALLE VIGENTI LEGGI, SENZA PREVENTIVO CONSENSO SCRITTO E TASSATIVAMENTE VIETATA LA RIPRODUZIONE IN TUTTO O IN PARTE, LA CESSIONE O L'UTILIZZO DA PARTE DI TERZI




