STANDARD OF REFERENCE : EN 60335-1 ; EN 50106 ; 2002/95UE RoHS

MAX. WORKING TEMPERATURE : 180°C

TR A

STEP 500 mm

ELECTRIC TESTS:
Dielectric strength: 1500Vx1s.(100% tested)
Ohmic value: (100% tested)

TEMPERATURE:
MIN.WORKING TEMPERATURE: -40°C
MAX.WORKING TEMPERATURE: 180°C

\

Silicone insulation

Contact point (cable and heating wire)

Silicone insulation (lead cable)

Wire CuSn
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12] 352903000S 7.0x5.0 230 | 40 WITH 40 25
11| 352902900S 7.0x5.0 230 | 30 WITH 53 25

10| 352902800S 7.0x5.0 230 | 20 WITH 80 25

09| 351902700S 6.5x4.5 230 | 40 WITHOUT 40 25

08| 351902600S 6.5x4.5 230 | 30 WITHOUT 53 25

07| 351902500S 6.5x4.5 230 | 20 WITHOUT 80 25

06| 332902400S 4 230 | 40 WITH 23 25

05| 332902300S 4 230 30 WITH 30 25 Mod. __ Description Date Signature
04| 3329022008 4 230 | 20 WITH 46 25 SEDES | T ANT POWER CABLE T

03| 331902100S 35 230 | 40 WITHOUT 23 25 G RW'O U Pl —

02| 3319020008 35 230 | 30 WITHOUT 30 25 DEFROSTING /

01/ 331901900S 3.5 230 | 20 WITHOUT 46 25 STRIR RIS SILICONE Goler /
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