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TIGHTENING HOOK METAL BRAID CusN

MAX. WORKING TEMPERATURE : 120°C
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3x0.75 L=1000
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HOT PART

METAL BAND

FEATURES

Voltage: 230V 1 50/60 Hz
Power: See table (+10%)
Dielectric strength: 1500V

IInsulation: >2000Mohm (500Vcc)
Mechanical protection: Metal braid CuSn
Earthing: Yes

Marks:

APPLICATION gf? C€

These elements are used to heat up hermetic compressors, to be applied
to the basis of protecting carter. RoHS compatibile
The increase of oil temperature prevents that the oil mingles with

refrigerant liquids under pressure damaging the compressor, especially at

the start-up, without lubrification.

ATTENTION
Application of adequate thermal control is recommended.Verify that the
heating surface adheres perfectly to the carter wall.

06 | 007903600S 230 75 £10% 250 - 380 750 mm

05 | 0079035008 230 65 +10% 220 - 330 650 mm

04 | 007903400S 230 55 #10% 180 - 300 550 mm

03 | 007903300S 230 45 #10% 150 - 280 450 mm

02 | 007903200S 230 40 #10% 140 - 180 400 mm

01 | 007903100S 230 35 £10% 120 - 180 350 mm
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