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STANDARD OF REFERENCE : EN 60335-1 ; EN 50106
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CASE

UL94V0 IP65 \
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LIGHT 230V

PLUG AISI-304
1"1/2 GAS CH60
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CABLE PVC HO5VV-F

L=2000 BLACK

MAX. WORKING TEMPERATURE : 100°C
USE IN DOMESTIC WATER
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LABEL:
EXTERNAL : LOGO - VOLT - WATT - CE - IP65 - WEEE
INTERNAL :ELECTRICAL SCHEMA

“Tr1 1 | | oo a
i ELECTRICAL SCHEME !
I PE L N I
| |
7 ) | Ao |
|| | L i s | o) 12 |
B | é |
I o I
N | e Annmmc S
COLD PART
06 | 820001300S | 230 4500 11.7 | 480 | 350 3G2.5 — .
05 | 820000500S | 230 3000 135 | 320 | 200 |  3G15 SEDEST S
04 | 820000400S | 230 2500 11.3 | 320 | 200 3G1.5 :
03 | 820000300S | 230 2200 108 320 | 200 3G1.5 A Bl e b e /
- - G R O U P |Applicability Scale
02 | 820000200S | 230 2000 9.1 | 320 | 200 3G15 EAE WATER BOILER /
01 | 820000100S | 230 1500 6.8 | 320 | 200 3G1.5 ST ME AISI-316L @8.5 ool /
Pos.| SEDES CODE | VOLT | WATT TOT. ‘o5, |Wicm?| A B | TYPE OF CABLE Date———_{ABPT. | Customer SEDES GROUP Gustomer part nymosr
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